



    Accessibility Page Navigation
    	Skip to Content
	Main navigation




 
Style sheets must be enabled to view this page as it was intended.




    
        

                
            
                
                    
                    

                                            

                                    

            

        

            


    
        
    

            
				20th March 24
	Home
	About Us
	Quote
	Technical Information
	Products
	Approvals
	News
	Branch Locator
	Contact Us


	

    
           
    

          
        
    
    
    
        
            
                            	Power & General Wiring Cable
	Fire Performance CWZ Cables
	Power Medium Voltage Cable
	Instrumentation Cable & Thermocouple Cable
	Marine, Oil & Petrochemical Cables
	Control Flex Cable
	Flexible Rubber Cables
	Flexible Plastic Cables
	Telephone Cables & Accessories
                                	Telephone Cable
	Voice Boxes
	Sen5e
	Molex Premise Networks
	Telephone Accessories
	Telephone Distribution Frames


                            
	Audio & Data Cables
	Bus Cable
	Rail Cable & Highway Cable
	Drincable
	Mines & Quarries Cables
	Special Cables
	Cable Glands
	Technical Information
	Cable Accessories
	Structured Cabling UTP
	Structured Cabling Fibre Optic
	Data Cabinets
	Testers & Tools
	Cable Management
	Connectors
	Tools - Hire and Sale


                                            

        

                    
        
            
                
                                        
                                                    Home > 
                                                                                            
                                
                                Products
                                                                
                                
                                                                >
                                                                                                                            
                                
                                Telephone Cables & Accessories
                                                                
                                
                                                                >
                                                                                                                            
                                
                                Telephone Cable
                                                                
                                
                                                                >
                                                                                                                            
                                
                                CW1600 Cable Internal Telecom LFH
                                                                
                                
                                                                                    
                         
                    

                                        
  
                
 
                
 
    



CW1600 Cable Internal Telecom LFH


    	Description
	Specification
	Technical Information
	Parts Options
	Related Products


    


    
        	


        

        
            
                        

            			
	            
CW1600 limited fire hazard internal telecom cable  



Conductors: Tinned annealed solid copper 1/0.5mm



Insulation: PE (Polyethylene) 



Screen: CAM (Collective aluminium mylar) including tinned copper drain wire 



Tape: MGT (Mica glass tape)



Sheath: LSZH (Low smoke zero halogen) to BT CW1600 



Colour: White 



Sheath legend: LIMITED FIRE HAZARD CABLE FOR COMMUNICATIONS



Operating temperature: Maximum 80°C. Minimum -15°C 



Ref: CW1600 Cable, BT Cable 



Standards: Flame Retardant IEC 60332-1 

Fire Retardant IEC 60332-3 

Acid Gas Emission IEC 60754-1 

Corrosivity IEC 60754-2 



Colour Code



Whilst BATT CABLES plc endeavours to ensure the information on the website, specification sheets and all other technical information is accurate, the information is for guidance only and it is subject to change without notice or liability. Batt Cables Plc is not responsible for the consequences of any inadequacies, inaccuracies or other deficiencies contained therein. When selecting cable accessories, please note that the actual cable dimensions may vary due to manufacturing tolerances. 
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            	Batt Part No.	Core	Size	Colour/Reference	Quote
	42055	3 pair	0.2sqmm	White	Get Quote
	42056	4 pair	0.2sqmm	White	Get Quote
	42057	6 pair	0.2sqmm	White	Get Quote
	42058	10p + E	0.2sqmm	White	Get Quote
	42059	20p + E	0.2sqmm	White	Get Quote
	42060	40p + E	0.2sqmm	White	Get Quote
	42061	50p + E	0.2sqmm	White	Get Quote
	42062	80p + E	0.2sqmm	White	Get Quote
	42063	100p + E	0.2sqmm	White	Get Quote
	42064	160p + E	0.2sqmm	White	Get Quote
	42065	320p + E	0.2sqmm	White	Get Quote


        


         	


        

        
            
             	Related Products
	237A Disconnection Module
	237D Connection Module
	51A Label Holder
	High Density Voice Panels
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