Applications:
Conductors:
Insulation:

Core identification:

Bedding:

Screen:
Sheath/Jacket:

Colour:
Voltage:

Operating temperature:

Min. bending radius:

e
“—BAT

CABLES

380TQ Cable Heat resisting multicore screened flexible

Flexible rubber cable used to power electrical appliances and equipment
Annealed flexible copper, class 5

EPR (Ethylene Propylene rubber)

2 core: Blue & brown

3 core: Blue, brown & green/yellow

4 core: Black, blue, brown & green/yellow

5 core: Black, blue brown, grey & green/yellow

6 core and above: White insulation with black numerals

CSP (Chlorosulphonated Polyethylene) more commonly known as HOFR (heat & oil
resistant & flame retardant)

TCWB (Tinned copper wire braid)

CSP (Chlorosulphonated Polyethylene) more commonly known as HOFR (heat & oil
resistant & flame retardant)

Black

300/500v

Maximum 85°C, Minimum bending -20°C

Below 25mm: 8 x overall diameter

Above 25mm: 10 x overall diameter

Standards: BS6500: electric cables for use with appliances and equipment intended for
domestic, office and similar environments
References: 380TQ cable
Size No of RT of Diameter | Diameter | Diameter Nominal Weight BATT Part
sg.mm cores insulation | over laid over over braid overall No
up cores bedding mm diameter
mm mm mm
0.75 2 0.6 4.8 6.4 7.4 9.7 149 82002

1 2 0.6 5.2 7.0 8.0 10.3 169 -
1.5 2 0.8 6.6 8.6 9.6 12.3 236 82005
2.5 2 0.9 7.8 10.0 11.0 13.9 307 82008

0.75 3 0.6 5.2 7.0 8.0 10.3 170 82004

1 3 0.6 5.7 7.5 8.5 11.0 196 -
1.5 3 0.8 7.2 9.4 10.4 13.1 274 82097
2.5 3 0.9 8.5 10.9 11.9 15.0 366 82086

0.75 4 0.6 5.8 7.6 8.6 11.1 198 82114

1 4 0.6 6.3 8.3 9.3 11.8 227 82028
1.5 4 0.8 8.0 10.2 11.2 14.1 319 82031
2.5 4 0.9 9.5 12.1 13.1 16.4 441 82122

0.75 5 0.6 6.5 8.5 9.5 11.9 233 -

1 5 0.6 7.1 9.1 10.1 12.7 272 -
1.5 5 0.8 9.0 11.4 12.4 15.4 438 82048
2.5 5 0.9 10.6 13.2 14.2 17.4 593 82307

0.75 6 0.6 7.3 9.5 10.5 13.1 272 -

Whilst BATT CABLES plc endeavours to ensure the information on the website, specification sheets and all other technical information is
accurate, the information is for guidance only and it is subject to change without notice or liability. Batt Cables Plc is not responsible for
the consequences of any inadequacies, inaccuracies or other deficiencies contained therein. When selecting cable accessories, please

note that the actual cable dimensions may vary due to manufacturing tolerances.
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Size No of RT of Diameter | Diameter | Diameter Nominal Weight BATT Part
sg.mm cores insulation | over laid over over braid overall No
up cores bedding mm diameter
mm mm mm
1.5 6 0.8 10.0 12.6 13.6 16.8 438 85058
2.5 6 0.9 11.8 14.6 15.6 19.2 593 82061
0.75 8 0.6 8.8 11.2 12.2 15.2 350 82091
1.5 8 0.8 12.1 15.1 16.1 19.7 575 82063
2.5 8 0.9 14.3 17.7 19.2 23.4 856 82065
0.75 12 0.6 10.0 12.6 13.6 16.8 449 82067
1.5 12 0.8 13.8 17.0 18.5 22.5 775 82068
2.5 12 0.9 16.3 19.9 214 26.0 1060 82070
0.75 16 0.6 11.3 14.1 15.1 18.5 544 -
1.5 16 0.8 15.6 19.4 20.9 25.3 1010 82071
2.5 16 0.9 18.4 224 23.9 28.9 1330 82072
0.75 18 0.6 12.1 15.0 16.3 19.9 629 -
1.5 18 0.8 16.6 204 22.0 26.6 1115 82076
2.5 18 0.9 19.7 23.8 25.6 30.9 1561 82078
0.75 20 0.6 12.9 15.9 17.4 21.2 713 -
1.5 20 0.8 17.7 21.5 23.0 27.8 1220 82079
2.5 20 0.9 20.9 25.3 27.3 32.9 1790 82080
0.75 25 0.6 14.5 17.9 19.4 23.6 866 -
1.5 25 0.8 19.9 24.1 25.6 30.8 1430 82082
2.5 25 0.9 235 28.3 30.3 36.3 2140 -
0.75 30 0.6 15.5 19.1 20.6 25.0 986 -
1.5 30 0.8 21.2 25.6 27.6 33.2 1760 -
2.5 30 0.9 25.1 30.3 32.3 38.7 2440 -

Whilst BATT CABLES plc endeavours to ensure the information on the website, specification sheets and all other technical information is
accurate, the information is for guidance only and it is subject to change without notice or liability. Batt Cables Plc is not responsible for
the consequences of any inadequacies, inaccuracies or other deficiencies contained therein. When selecting cable accessories, please
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note that the actual cable dimensions may vary due to manufacturing tolerances.
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