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Copper Cable Lugs - Single Hole 

Single Hole tinned copper crimp lugs 1.5mm – 35mm 
Ref * To fit conductor size/strand BATT Ref 

stud 5mm 
BATT Ref 
stud 6mm 

BATT Ref 
stud 8mm 

BATT Ref 
stud 10mm 

BATT Ref 
stud 12mm 

.1 – 5 1.0S, 1.5S, 1.5SOL 89130 - - - - 

.2 – 6 1F, 1.5S, F & SOL, 2.5S, F &SOL - 89132 - - - 
4 - * 4S, 4F - 89050 - - - 
6 - * 6S, 6F - 89019 89110 89091 - 
10 - * 10S, 10F 89069 89020 89093 89096 89070 
16 - * 16S, 16F 89044 89105 89021 89092 89042 
25 - * 25S & F, 16W - 89108 89022 89097 89119 
35 - * 35S & F, 25W - 89111 89023 89098 89095 
 
Single Hole tinned copper crimp lugs 50mm – 120mm 
Ref * To fit conductor 

size/strand BATT Ref 
Blank 

BATT Ref 
stud 6mm 

BATT Ref 
stud 8mm 

BATT Ref 
stud 

10mm 

BATT Ref 
stud 

12mm 

BATT Ref 
stud 

14mm 

BATT Ref 
stud 

16mm 
50 - * 50S &F, 35W 89177 89066 89112 89024 89099 - 89058 
70 - * 70S &F, 50W 89114 89102 89077 89025 89081 89193 89059 
95 - * 95S, F & W 89156 - 891109 89027 89103 89060 89100 
120 - * 120S, F & W 89178 - 89051 89076 89028 89115 89079 
 
Single Hole tinned copper crimp lugs 150mm – 800mm 
Ref * To fit 

conductor 
size/strand 

BATT Ref 
Blank 

BATT Ref 
stud 

10mm 

BATT Ref 
stud 

12mm 

BATT Ref 
stud 

14mm 

BATT Ref 
stud 

16mm 

BATT Ref 
stud 

20mm 

BATT Ref 4 
hole 8mm 

150 - * 150S, F & W 89124 89120 89086 - 89029 88159 - 
185 - * 185S, F& W 89179 89106 89074 89116 89030 89062 89173 
240 - * 240S & F 89122 89104 89117 89118 89031 89063 89144 
300 - * 300S & F 89180 89001 89158 89048 89032 89049 89047 
400 - * 400S & F 89131 89121 89052 - 89033 89113 89134 
500- * 500S & F 89182 89139 89053 89181 89034 89147 89061 
630 - * 630S & F 89057 - 89143 - 89129 89035 89075 
800 - * 800S & F - - - - 89145 89036 89045 
Notes: 
*Suffixed with appropriate bolt/stud size 
SOL- Solid class 1 conductor 
S – Stranded class 2 conductor  

F – Flexible class 5 conductor 
W – Welding class 6 conductor  

Aluminium Crimp lugs 35-300mm  Cembre Copper Crimp Lugs 35-400mm 
Size BATT Ref A4  Size BATT Ref 12mm BATT Ref 16mm 
35 89008  35- * 89164 - 
50 89009  50- * 89196 89197 
70 89010  70- * 89199 89198 
95 89011  95- * 89200 89201 

120 89012  120- * 89203 89202 
150 89013  150- * 89207 89206 
185 89014  185- * 89208 89209 
240 89015  240- * 89211 89210 
300 89016  400- * - 89167 

 

Features: Crimp type cable lug 
Tinned copper  
Available in a full range of sizes from 1.5sqmm to 1000sqmm  
Each size is available with several different size stud holes 
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