Applications: CW1308 LSF internal telephone cable

Conductors: Tinned annealed solid copper 1/0.5mm / Plain copper
Insulation: PVC (Polyvinyl chloride)

Core identification:

Tape: Polyester

Sheath/Jacket: LSZH

Colour: White and Black

Operating temperature:
Minimum bending radius:
Construction:

Electrical Characteristics
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CW1308 Cable Internal LSZH

Maximum 70°C. Minimum 0°C
8 x overall diameter

L: Layered pairs

U: Unit construction

X: Includes additional 0.5mm diameter insulated conductor coloured violet
E: Includes additional 1.38mm diameter insulated earth wire coloured white

Conductor size: 0.5/ 1.38 max
Max conductor resistance at 97.8/12.4
20°C Ohms/KM:

Min insulation resistance at 50

20°C Megaohms/KM:

Max capacitance unbalance 500

pF/KM:

Diameter of conductor:

Size of conductor:

Radial thickness of insulation:
Max diameter of core:

Colour Code Table CW1308

0.5mm/ 1.38mm
0.2 mm? /1.5 mm?
0.2mm /0.6mm
0.95mm /2.7mm

Cabling element Colour of insulation Cabling element Colour of insulation

a. Wire b. wire a. Wire b. wire
1 White — Blue Blue — White 16 Yellow - Blue Blue — Yellow
2 White — Orange | Orange — White 17 Yellow — Orange | Orange — Yellow
3 White — Green Green — White 18 Yellow — Green Green — Yellow
4 White — Brown Brown — White 19 Yellow — Brown Brown — Yellow
5 White — Grey Grey — White 20 Yellow — Grey Grey — Yellow
6 Red — Blue Blue — Red 21 Violet - Blue Blue — Violet
7 Red — Orange Orange — Red 22 Violet — Orange Orange - Violet
8 Red — Green Green — Red 23 Violet — Green Green - Violet
9 Red — Brown Brown — Red 24 Violet — Brown Brown — Violet
10 Red — Grey Grey — Red 25 Violet — Grey Grey — Violet
11 Black — Blue Blue — Black 26 Pink — Blue Blue - Pink
12 Black — Orange Orange — Black 27 Pink — Orange Orange — Pink
13 Black — Green Green — Black 28 Pink — Green Green - Pink
14 Black — Brown Brown — Black 29 Pink — Brown Brown — Pink
15 Black — Grey Grey — Black 30 Pink — Grey Grey - Pink

Whilst BATT CABLES plc endeavours to ensure the information on the website, specification sheets and all other technical information is
accurate, the information is for guidance only and it is subject to change without notice or liability. Batt Cables Plc is not responsible for
the consequences of any inadequacies, inaccuracies or other deficiencies contained therein. When selecting cable accessories, please
note that the actual cable dimensions may vary due to manufacturing tolerances.

www.batt.co.uk

battindustrial.sales@batt.co.uk
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No of pairs Construction Nom diameter Max overall Weight BATT Part No
over laid up pairs diameter mm kg/km White Black
mm
1 L 1.9 3.1 12 42177 -
2 L 2.3 3.5 18 42178 -
3 L 33 4.8 27 42179 -
4 L 4.8 5.8 32 42180 -
5 L 5.1 6.3 39 42181 -
6 L 5.6 6.8 46 42182 -
8+E 1/216U 6.4 7.6 58 42183 -
10 L 7.1 8.3 70 42184 -
10+E 1/220U 7.4 8.6 89 42185 42256
12 L 7.7 9.1 85 42186 -
15 L 8.4 9.8 102 42187 -
20 L 9.0 10.7 135 42188 -
20+E 20U 10.6 12.0 150 42189 -
25 L 9.8 114 160 42124 -
25+E - - - - 42190 -
30 - - - - 42192 -
30+E - - - - 42194 -
32 16U 10.8 12.4 200 42193 -
40+E 20U 13.2 15.0 270 42195 -
50+E 20U 15.0 17.0 330 42200 42258
80+E 20U 20.1 22.5 520 42202 -
100 + E 20U 24.0 27.0 660 42196 42259
160 + E 20U 26.9 30.3 1010 42197 -
200+ E 20U 28.2 32.0 1297 42198 -
320+E 20U 35.1 39.5 1920 42199 -
Pair size 8/10 pr 16/20 pr 32/40 pr 64/80 pr 128/160 pr 256/320 pr
Centre % 1 4x% 1 4x% 1
1t Layer - - - 6 X% 6 5
2" Layer - - - - - 10
Unit Colours of unit lapping’s
1 Orange Orange Orange Orange Orange Orange
2 - - Green Orange Green Orange
3 - - - Natural Orange Natural
4 - - - Green Natural Natural
5 - - - - - Natural
6 - - - - - Green
7 - - - - - Orange
8 - - - - - Natural
9-15 - - - - - Natural
16 - - - - - Green

Whilst BATT CABLES plc endeavours to ensure the information on the website, specification sheets and all other technical information is
accurate, the information is for guidance only and it is subject to change without notice or liability. Batt Cables Plc is not responsible for
the consequences of any inadequacies, inaccuracies or other deficiencies contained therein. When selecting cable accessories, please
note that the actual cable dimensions may vary due to manufacturing tolerances.
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% refers to sub-units of 8-10 pairs

Whilst BATT CABLES plc endeavours to ensure the information on the website, specification sheets and all other technical information is
accurate, the information is for guidance only and it is subject to change without notice or liability. Batt Cables Plc is not responsible for
the consequences of any inadequacies, inaccuracies or other deficiencies contained therein. When selecting cable accessories, please
note that the actual cable dimensions may vary due to manufacturing tolerances.
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