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CW1308 Cable Internal Screened 

 

 
Colour Code Table CW1308 
Cabling element Colour of insulation Cabling element Colour of insulation 

a. Wire b. wire a. Wire b. wire 
1 White – Blue Blue – White 16 Yellow - Blue Blue – Yellow 
2 White – Orange Orange – White 17 Yellow – Orange Orange – Yellow 
3 White – Green Green – White 18 Yellow – Green Green – Yellow 
4 White – Brown Brown – White 19 Yellow – Brown Brown – Yellow 
5 White – Grey Grey – White 20 Yellow – Grey Grey – Yellow 
6 Red – Blue Blue – Red 21 Violet - Blue Blue – Violet 
7 Red – Orange Orange – Red 22 Violet – Orange Orange - Violet 
8 Red – Green Green – Red 23 Violet – Green Green - Violet 
9 Red – Brown Brown – Red 24 Violet – Brown Brown – Violet 

10 Red – Grey Grey – Red 25 Violet – Grey Grey – Violet 
11 Black – Blue Blue – Black 26 Pink – Blue Blue - Pink 
12 Black – Orange Orange – Black 27 Pink – Orange Orange – Pink 
13 Black – Green Green – Black 28 Pink – Green Green - Pink 
14 Black – Brown Brown – Black 29 Pink – Brown Brown – Pink 
15 Black – Grey Grey – Black 30 Pink – Grey Grey - Pink 

 

Applications: CW1308, BT cable 
Conductors: Tinned annealed solid copper 
Insulation: PVC (Polyvinyl chloride) 
Core identification:  
Tape: Polyester 
Sheath/Jacket: PVC (Polyvinyl chloride) 
Screen: CAM (Collective aluminium mylar)  
Colour: White or Black 
Operating temperature: Maximum 70°C, minimum 0°C 
Minimum bending radius: 8 x overall diameter  
Construction: L – Layered pairs 

U – Unit construction 
X – Includes additional 0.5mm diameter insulated conductor coloured violet 
E – Includes additional 1.38mm diameter insulated earth wire coloured white 

Electrical Characteristics  
Conductor size: 0.5 / 1.38 max 
Max conductor resistance at 
20°C Ohms/KM: 

97.8 / 12.4 

Min insulation resistance at 
20°C Megaohms/KM: 

50 

Max capacitance unbalance 
pF/KM: 

500 

Diameter of conductor: 0.5 / 1.38 
Size of conductor: 0.2 / 1.5 
Radial thickness of insulation: 0.2 / 0.6 
Max diameter of core: 0.95 / 2.7 
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No of pairs Construction Nom diameter over 
laid up pairs mm 

Max overall 
diameter mm 

Weight 
kg/km 

BATT Part No 
White Black 

1 L 1.9 3.1 12 - - 
2 L 2.3 3.5 18 - - 
3 L 3.3 4.8 27 42066 - 
4 L 4.8 5.8 32 42067 - 
5 L 5.1 6.3 39 42068 - 
6 L 5.6 6.8 46 42217 - 

8 + E 1 / 2 16 U 6.4 7.6 58 - - 
10 L 7.1 8.3 70 - - 

10 + E 1 / 2 20U 7.4 8.6 89 - - 
12 L 7.7 9.1 85 - - 
15 L 8.4 9.8 102 - - 
20 L 9.0 10.7 135 42148 - 

20 + E 20U 10.6 12.0 150 - - 
25 L 9.8 11.4 160 - - 

25 + E - - - - - - 
30 - - - - - - 

30 + E - - - - - - 
32 16U 10.8 12.4 200 - - 

40 + E 20U 13.2 15.0 270 - - 
50 + E 20U 15.0 17.0 330 - - 
80 + E 20U 20.1 22.5 520 - - 

100 + E 20U 24.0 27.0 660 - - 
160 + E 20U 26.9 30.3 1010 - - 
200 + E 20U 28.2 32.0 1297 - - 
320 + E 20U 35.1 39.5 1920 - - 

 

Pair size 8/10 pr 16/20 pr 32/40 pr 64/80 pr 128/160 pr 256/320 pr 
Centre ½ 1 4 x ½ 1 4 x ½ 1 

1st Layer - - - 6 x ½ 6 5 
2nd Layer - - - - - 10 

 

Unit Colours of unit lapping’s 
1 Orange Orange Orange Orange Orange Orange 
2 - - Green Orange Green Orange 
3 - - - Natural Orange Natural 
4 - - - Green Natural Natural 
5 - - - - - Natural 
6 - - - - - Green 
7 - - - - - Orange 
8 - - - - - Natural 

9 - 15 - - - - - Natural 
16 - - - - - Green 

½ refers to sub-units of 8-10 pairs 
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