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CY Screened Cable (numbered cores)

Applications: Control cable to connect equipment in production/assembly lines. Can be
used between both fixed and mobile equipment and air conditioning
systems

Sheath colour: Grey RAL 7001

Sheath: PVC (Polyvinyl chloride)

Conductors: Plain annealed flexible copper. Class 5 flexible

Insulation: PVC (Polyvinyl chloride)

Core identification: Numbered cores & green/yellow

Screen: Melinex tape & TCWB (Tinned copper wire braid)

Voltage: 300/500v

Operating temperature: Flexing: -15°C / + 70°C
Fixed: -20°C / + 70°C

Minimum bending radius: 6 x overall diameter

Standards: VDEO0295 General specifications

BSEN50266-1:2001: Common test methods for cables under fire
conditions. Test for vertical flame spread of vertically-mounted bunched
wires or cables

Size sg.mm No of cores Diameter over Nominal overall Weight kg/km BATT Part No.
laid up cores diameter mm
mm
0.75 1 2.4 4.0 27 -
1.0 1 2.5 4.2 32 -
1.5 1 2.8 5.1 46 -
0.5 2 3.9 6.5 59 -
0.75 2 4.3 6.8 71 -
1.0 2 4.6 7.1 80 -
1.5 2 5.2 7.7 97 -
2.5 2 6.4 9.3 140 -

4 2 8.4 11.5 206 -

6 2 9.8 12.9 268 -
0.5 3 4.2 6.8 79 -

0.75 3 4.6 7.1 85 79263
1.0 3 4.9 7.4 97 79264
1.5 3 5.6 8.3 124 79266
2.5 3 6.9 9.8 177 -

4 3 9.0 12.1 264 -

6 3 10.6 13.9 357 -
10 3 14.4 18.0 500 -
16 3 17.1 214 800 -
0.5 4 4.8 7.4 83 -

0.75 4 5.1 7.6 101 79267
1.0 4 5.5 8.0 117 79268
1.5 4 6.3 9.2 154 79269
2.5 4 7.7 10.6 217 -

4 4 10.1 14.4 364 -

Whilst BATT CABLES plc endeavours to ensure the information on the website, specification sheets and all other technical information is
accurate, the information is for guidance only and it is subject to change without notice or liability. Batt Cables Plc is not responsible for
the consequences of any inadequacies, inaccuracies or other deficiencies contained therein. When selecting cable accessories, please
note that the actual cable dimensions may vary due to manufacturing tolerances.
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Size sq.mm No of cores Diameter over Nominal overall Weight kg/km BATT Part No.
laid up cores diameter mm
mm

6 4 11.9 15.2 446 -
10 4 16.1 20.3 783 -
16 4 19.2 23.9 1250 -
0.5 5 5.1 7.7 94 -

0.75 5 5.8 8.2 118 79270
1.0 5 6.1 9.0 144 79271
1.5 5 7.0 9.9 181 79234
2.5 5 8.6 11.7 263 -

4 5 11.3 14.6 399 -

6 5 13.2 16.7 543 -
10 5 18.0 22.2 876 -
16 5 214 26.1 1415 -
0.5 7 5.7 8.5 119 79279

0.75 7 6.3 9.2 154 79401
1.0 7 6.7 9.6 178 79318
1.5 7 7.8 10.7 228 79283
2.5 7 9.6 12.7 337 79326

4 7 12.6 15.9 516 79139

6 7 14.7 18.2 709 79142
0.5 12 8.1 11.3 201 79303

0.75 12 8.9 12.0 242 79402
1.0 12 9.6 12.7 284 79313
1.5 12 10.8 14.1 369 79317
2.5 12 13.3 16.8 549 79013
0.5 18 9.5 12.6 248 79111

0.75 18 10.5 13.6 304 79324
1.0 18 11.2 14.3 354 79479
1.5 18 12.7 15.8 453 79352
2.5 18 16.9 211 878 79134
0.5 25 11.6 14.8 347 79112

0.75 25 12.8 16.1 436 79469
1.0 25 13.9 17.2 520 79505
1.5 25 15.6 19.1 684 79470
2.5 25 19.2 23.1 1050 79136
0.5 34 13.2 16.4 410 79117
0.75 34 14.6 18.2 529 79539
1.0 34 15.6 19.7 662 79127
1.5 34 17.7 21.9 850 79129
2.5 34 23.5 28.2 1383 79137
0.5 50 15.9 19.3 609 79118
0.75 50 17.8 215 790 79499
1.0 50 19.3 23.2 960 79128
1.5 50 21.7 25.8 1280 79131
2.5 50 26.7 31.2 1970 79138
0.75 61 19.2 22.2 894 79124
1.5 61 23.4 27.7 1520 79132

Whilst BATT CABLES plc endeavours to ensure the information on the website, specification sheets and all other technical information is
accurate, the information is for guidance only and it is subject to change without notice or liability. Batt Cables Plc is not responsible for
the consequences of any inadequacies, inaccuracies or other deficiencies contained therein. When selecting cable accessories, please
note that the actual cable dimensions may vary due to manufacturing tolerances.
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Size sq.mm No of cores Diameter over Nominal overall Weight kg/km BATT Part No.
laid up cores diameter mm
mm
0.75 80 219 26.6 1180 79125
1.5 80 26.9 32.6 2000 79133

Whilst BATT CABLES plc endeavours to ensure the information on the website, specification sheets and all other technical information is
accurate, the information is for guidance only and it is subject to change without notice or liability. Batt Cables Plc is not responsible for
the consequences of any inadequacies, inaccuracies or other deficiencies contained therein. When selecting cable accessories, please
note that the actual cable dimensions may vary due to manufacturing tolerances.
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