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Li-YY Cable 250V 

 
Size sq.mm No of cores Nom overall diameter mm Weight kg/km BATT Part No 

0.14 2 3.2 12 37417 
0.25 2 3.6 25 37448 
0.50 2 4.8 27 37475 
1.00 2 7.0 66 37525 
0.14 3 3.4 15 37422 
0.25 3 3.8 29 - 
0.50 3 5.2 35 - 
1.50 3 8.3 115 37626 
0.14 4 3.7 17 37423 
0.25 4 4.2 31 37454 
0.50 4 5.6 42 - 
1.50 4 8.7 150 - 
0.14 5 4.0 22 37430 
0.25 5 4.6 38 37456 
0.50 5 6.2 49 37478 
0.14 7 4.3 26 37431 
0.25 7 5.0 48 37458 
0.50 7 6.8 73 37479 
0.14 12 5.6 43 37434 
0.25 12 6.6 75 37459 
0.50 12 8.8 130 37480 
0.14 19 7.0 73 37435 
0.25 19 8.1 115 37463 
0.50 19 10.8 180 37482 
0.14 25 8.2 91 37436 
0.25 25 9.1 150 37464 
0.50 25 12.0 250 37484 
0.14 32 8.7 112 37438 
0.25 32 10.3 186 37466 
0.14 40 9.5 132 37444 
0.25 40 11.0 205 37467 
0.14 50 10.9 166 37445 
0.25 50 12.4 245 37470 
0.14 61 11.2 204 37446 
0.25 61 13.3 324 37474 

 

Applications: Control cable to connect equipment in production/assembly lines. Can be used 
between both fixed and mobile equipment. LiYY cables are not suitable for direct 
connection to the public mains supply.  

Conductors: Plain annealed flexible copper, class 5 flexible 
Insulation: PVC (Polyvinyl chloride) 
Core identification: Colour code to DIN 47100,  

3 core: brown, blue & green/yellow 
Sheath: PVC (Polyvinyl chloride) 
Colour: Grey 
Voltage: 250v 
Operating temperature: Maximum 70°C, Minimum bending -5°C 
Minimum bending radius: 10 x overall diameter 
Standards: VDE0250: Insulated power cables. General specifications  
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