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Polyurethane Extendable Cable 

 

 

 

Size 
sq.mm 

No of 
cores 

Stranding 
/ 

Diameter 
of earth 

wire 

Insulation 
thickness 

mm 

Overall 
Diameter 

Weight per unit 
(kg) 

(min-max 
extension) 

Current 
carrying 
capacity 

(amperes) 

Volt drop par 
ampere per 

metre 

BATT Part No 
(min-max 
extension) 

1.25-5 2.0-10 

DC or 
single 
phase 

AC 

Three 
phase 

AC 

DC or 
single 
phase 

AC 

Three 
phase 

AC 
1.25-5 2.0-10 

0.75 3 21/0.20 0.6 7.4 0.90 1.32 6 6 62 54 31015 31016 
1.00 3 28/020 0.6 7.5 1.17 1.71 10 10 46 40 31017 31018 
1.5 3 30/0.25 0.7 8.4 1.35 1.98 16 16 32 27 31020 31021 
2.5 3 50/0.25 0.8 9.9 1.98 2.90 25 25 19 16 31022 31023 

0.75 4 21/0.20 0.6 8.8 1.20 1.76 6 6 62 54 31058 31087 
1.00 4 28/020 0.6 8.9 1.38 2.02 10 10 46 40 31075 31067 
1.5 4 30/0.25 0.7 9.5 1.80 2.64 16 16 32 27 3161 31063 
2.5 4 50/0.25 0.8 10.4 2.47 3.63 25 25 19 16 31073 31071 

 

Applications: Flexible power cable for industrial equipment. For light duty applications, refer to PVC 
Expendable’s in 'Flexible Plastic' section.  

Conductors: Plain annealed flexible copper 
Insulation: PUR (Polyurethane) 
Core identification: 3 core: Blue, brown & green/yellow 

4 core: Black, grey, brown & green/yellow 
6 core: Black, blue, brown, grey, white & green/yellow  
8 core: Black, blue, brown, green, red, white, grey & green/yellow 

Sheath/Jacket: PUR (Polyurethane) 
Colour: Black 
Operating temperature: Maximum 90°C, minimum bending -50°C  
Voltage: 300/500v 
Extension limits: 1.25 Mtr cable extends to 5 Mtrs. 2.5 Mtr extends to 10 Mtrs 
Standards: BS6500 (where applicable) electric cables for use with appliances and equipment 

intended for domestic, office and similar environments 
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