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Telcleat - Single Hole Low Smoke 

 
Applications: Telecleat – single hole low smoke  
Features:  LSZH (Low smoke zero halogen) cable cleat 

10mm to 51mm diameter in 8 sizes  
Overlapping self-adjusting ranges  
Sunlight (UV) and weather resistant  
One piece, single fixing design  
Can be double stacked on one fixing  
Operating temperature -70°C to + 70°C  
Unaffected by corrosive environments and many chemicals  
Conforms with BS6853  
Reference: 385LSF  

Method of fixing: The cleat is opened up and placed around the cable so that the end of the cleat containing the 
slot will be in contact with the mounting surface, except for 90100, which should be reversed to 
put the slot uppermost. In this cash an M5 washer should be used to prevent the nut entering 
the slot of the cleat. When mounting directly on unistrut or leprack type channel section an 
adapter plate should be used.  

  

Size Cable diameter Height (B) Width (C) Depth Weight g BATT Part 
No Min Max Min Max 

1 10.5 14.5 15 18 32 12 3.3 90111 
2 12.2 16.7 17 22 36 14 5.6 90112 
3 14.6 19.8 21 26 43 16 9.5 90113 
4 17.7 24.0 25 31 51 18 14.7 90114 
5 21.7 28.5 30 37 57 20 20.4 90115 
6 26.2 34.2 35 43 65 22 29.2 90116 
7 31.9 41.6 42 52 78 25 36.7 90117 
8 39.3 51.1 50 62 91 26 58.1 90118 
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