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Applications: Control cable for use in connections to production and assembly lines
where fire emission, smoke and toxic fumes create a serious potential
threat on human life and valuable materials. Suitable for use in medium
mechanical stresses with free movement.

Not suitable for external use.

Conductor: Plain flexible copper, Class 5 (EN 60228)

Insulation: LSZH (Low smoke zero halogen)

Sheath: LSZH (Low smoke zero halogen)

Sheath colour:
Core identification:

Voltage rating:
Min. Bending radius:

Operating temperature:

Short circuit temperature:
Min. installation temperature:

YY-LSZH Control Cable

Grey RAL 7001

2 core: Brown, Blue

3 core: Brown, Blue and Green/Yellow

4 core: Brown, Black, Grey and Green/Yellow

5 core: Brown, Black, Grey, Blue and Green/Yellow
7 to 34 core: Black numbered and 1 Green/Yellow
300/500V

Fixed: 6 x overall diameter

Flexed: 15 x overall diameter

Fixed: -30°C to 70°C

Flexed: -5°C to 70°C

Max. 150°C

0°C

Standards: EN 61034-1/2: Smoke density
EN 60754-1/2: Halogen emission
EN 60332-1-2: Flame test on single cable.
EN 60332-3-24 (Cat. C): Flame test on bunched cable.
Approvals: c €
No. of | Conductor RT of RT of Nom. Weight Max. Current | BATT
Cores size insulation | sheath Overall conductor carrying p/n
diameter resistance at capacity
20°C
(sgmm) (mm) (mm) (mm) (kg/km) (ohms/km) (Amps)
2 0.75 0.40 0.70 5.40 46 26.00 12.5 37841
2 1.0 0.40 0.70 5.80 55 19.50 15.0 37842
2 1.5 0.40 0.80 6.50 70 13.30 18.0 37843
2 2.5 0.50 0.90 7.50 106 7.98 24.0 37844
2 4.0 0.60 1.00 9.10 154 4.95 34.0 -
3 0.75 0.40 0.70 5.60 53 26.00 12.5 37845
3 1.0 0.40 0.80 6.10 67 19.50 15.0 37846

Whilst BATT CABLES plc endeavours to ensure the information on the website, specification sheets and all other technical information is
accurate, the information is for guidance only and it is subject to change without notice or liability. Batt Cables Plc is not responsible for
the consequences of any inadequacies, inaccuracies or other deficiencies contained therein. When selecting cable accessories, please
note that the actual cable dimensions may vary due to manufacturing tolerances.
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No. of | Conductor RT of RT of Nom. Weight Max. Current | BATT
Cores size insulation | sheath Overall conductor carrying p/n
diameter resistance at capacity
200C
(sgmm) (mm) (mm) (mm) (kg/km) (ohms/km) (Amps)

3 1.5 0.40 0.80 6.90 88 13.30 18.0 37847
3 2.5 0.50 0.90 8.10 130 7.98 24.0 37848
3 4.0 0.60 1.00 10.00 200 4.95 34.0 37849
3 6.0 0.70 1.10 11.50 278 3.30 43.5 37850
3 10 0.80 1.40 14.50 467 1.91 60.5 37851
3 16 0.80 1.50 17.80 695 1.21 81.0 37852
3 25 0.90 1.60 21.50 930 0.78 108.0 -
4 0.75 0.40 0.80 6.20 67 26.00 12.5 37853
4 1.0 0.40 0.80 6.70 83 19.50 15.0 37854
4 1.5 0.40 0.90 7.50 110 13.30 18.0 37855
4 2.5 0.50 1.00 9.00 164 7.98 24.0 37856
4 4.0 0.60 1.10 10.90 248 4.95 34.0 37857
4 6.0 0.70 1.20 12.50 350 3.30 43.5 37858
4 10 0.80 1.50 16.30 600 1.91 60.5 37859
4 16 0.80 1.60 19.40 954 1.21 81.0 37860
4 25 0.90 2.00 24.00 1349 0.78 108.0 -
4 35 1.00 2.20 26.70 1825 0.554 135.0 -
5 0.75 0.40 0.80 6.80 80 26.00 12.5 37861
5 1.0 0.40 0.90 7.60 99 19.50 15.0 37862
5 1.5 0.40 0.90 8.30 132 13.30 18.0 37863
5 2.5 0.50 1.10 10.00 197 7.98 24.0 37864
5 4.0 0.60 1.20 12.20 304 4.95 34.0 37865
5 6.0 0.70 1.30 14.00 424 3.30 43.5 37866
5 10 0.80 1.60 18.10 719 1.91 60.5 -
5 16 0.80 1.80 21.90 1122 1.21 81.0 -
5 25 0.90 2.20 26.80 1686 0.78 108.0 -
5 35 1.00 2.40 32.20 2340 0.554 135.0 -
7 0.75 0.40 0.90 7.50 98 26.00 12.5 37867
7 1.0 0.40 0.90 8.10 123 19.50 15.0 37868
7 1.5 0.40 1.00 9.10 167 13.30 18.0 37869
7 2.5 0.50 1.10 11.10 256 7.98 24.0 37870
7 4.0 0.60 1.30 13.50 394 4.95 34.0 -
7 6.0 0.70 1.40 15.40 552 3.30 43.5 -
12 0.75 0.40 1.00 9.70 163 26.00 12.5 -
12 1.0 0.40 1.10 10.90 207 19.50 15.0 37871
12 1.5 0.40 1.20 12.40 280 13.30 18.0 37872
12 2.5 0.50 1.40 13.80 372 7.98 24.0 -
18 0.75 0.40 1.20 11.80 225 26.00 12.5 -

Whilst BATT CABLES plc endeavours to ensure the information on the website, specification sheets and all other technical information is
accurate, the information is for guidance only and it is subject to change without notice or liability. Batt Cables Plc is not responsible for
the consequences of any inadequacies, inaccuracies or other deficiencies contained therein. When selecting cable accessories, please

note that the actual cable dimensions may vary due to manufacturing tolerances.

www.batt.co.uk
battindustrial.sales@batt.co.uk
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No. of | Conductor RT of RT of Nom. Weight Max. Current | BATT
Cores size insulation | sheath Overall conductor carrying p/n
diameter resistance at capacity
200C
(sgmm) (mm) (mm) (mm) (kg/km) (ohms/km) (Amps)
18 1.0 0.40 1.20 12.70 301 19.50 15.0 -
18 1.5 0.40 1.40 14.50 409 13.30 18.0 -
18 2.5 0.50 1.60 17.70 663 7.98 24.0 -
25 0.75 0.40 1.30 13.60 321 26.00 12.5 -
25 1.0 0.40 1.40 15.10 409 19.50 15.0 -
25 1.5 0.40 1.60 17.50 555 13.30 18.0 -
25 2.5 0.50 1.90 22.30 997 7.98 24.0 -
34 0.75 0.40 1.50 16.50 476 26.00 12.5 -
34 1.0 0.40 1.60 17.90 617 19.50 15.0 -
34 1.5 0.40 1.70 20.60 804 13.30 18.0 -

Whilst BATT CABLES plc endeavours to ensure the information on the website, specification sheets and all other technical information is
accurate, the information is for guidance only and it is subject to change without notice or liability. Batt Cables Plc is not responsible for
the consequences of any inadequacies, inaccuracies or other deficiencies contained therein. When selecting cable accessories, please
note that the actual cable dimensions may vary due to manufacturing tolerances.

www.batt.co.uk
battindustrial.sales@batt.co.uk
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